


Canopy

Fan assembly

Blades
 Mounting Bracket

Downrod

1.Unpack and inspect fan carefully to be certain all contents are 
    included.

OFF OFF OFF

Turn off power at breaker 
box to avoid possible 
electrical shock.

Use metal outlet box 
suitable for fan support.
Secure outlet box directly to 
the building structure using 
wood screws (included).
Outlet box must support 
50 lbs min.2.

3.

Glass

6. Blade installation

Deco Ring

Deco Cap

Upper Housing

Hardware bag

P2

Remote Control

Gu24 Bulb x 2

Blade Screw w/Washer 9pcs

Nylon Washer 9pcs

Mounting Screw 2pcs

Spring Washer 2pcs

Lock Washer 2pcs

Wood Screw 2pcs

Star Washer 2pcs

Blade Balance Kit 1pc

Wire Nuts 4pcs

Upper Housing Screw 2pcs

Safety Cable Bag 1pc

5.

Outlet Box

 Mounting 
 Bracket

Screw

Blade

Fiber Washer

4.
To attach ceiling support cable, drill a ¼ in. pilot 
hole, located independently from the junction 
box, into the ceiling joist or structural member. 
Securely attach the ceiling support cable with 
3⁄8 in. x 2 in. lag bolt and flat washer.
MUST be able to fully support at least 100 lbs.

Install mounting 
bracket to Outlet box 
in ceiling using washers 
and the mounting 
screws provided with 
the outlet box.

Do not use 
existing 
mounting 
bracket, 
replace it with 
new mounting 
bracket from 
box.

Attach blades to fly wheel 
with blade screws and fiber 
washers provided in the 
hardware bag. Make sure 
blade numbers (2, 3 or 4 
Blades) correspond with 
figures shown on flywheel.

Screw Driver
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13. Establish connection between your hand-held remote and
 your fan

Screws

12-1:
 Detach light kit from fan housing by loosening
 3 screws.

12-2: 
Detach terminal connectors 
from light kit and fan.

12-3
Just attach Deco Cap to bottom of fan by “Snap - in”. 

12. Fan Installation without light kit:

Wires

Deco Cap

Wires
Wires

13-1. Restore power to your ceiling fan at the breaker box and/or wall switch.
13-2. Within 60 seconds of restoring power to your fan, press and hold the small button on the 
 back of  your hand-held remote control using a pen or other pointed object until the fan 
 motor turns on and the fan blades begin moving.
13-3. Your fan receiver and remote are now synced and your fan is ready for normal operation.

Button



Parts List
Model No. FP8008CH

Reference #
1

3

2

4

5

6

7

9

8

10

11

12

14

Description Part #
Hanger Bracket Assembly w/Screws

Ball-Downrod Assembly

Canopy - Ceiling

Canopy Screw Cover

Housing Upper Asm

Fan Motor Assembly

Light Kit Assembly

Decorative Lower Housing Cover

Light Bulb - Gu24 CFL 18W Low Profile

Glass

Blade Set (4)

Transmitter - Touch Screen

Bag Assembly, Loose Parts

APGFF110BL

ADRFF-6CH

P800801CH

P800802CH

AP800803CH

AMA8008CH

AP800810CH

P800809CH

PPGU24C18

P8008130P

AP800806**

TRL8TS

13 Receiver RECAN54

HDWFP8008CH

**Insert FINISH CODES (Refer to fan model number located on downrod support)

Before discarding packaging material, be certain all parts have been removed.

HOW TO  ORDER REPAIR PARTS

When ordering repair parts, always give the following information:

                                        Part Number
                                        Part Description
                                        Fan Model Number

                    Contact your retail store for repair parts.
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15 Screw Driver PSCDR15
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1

2

3

4

5

6

7

8

9

10

11

12

13

14

15
NOTE: The illustration shown is not to scale or its actual configurations may vary.






